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8 x 8 ADJUSTABLE AREA DRAIN
1000-S8
EPOXY COATED CAST IRON AREA DRAIN WITH ADJUSTABLE 8” x 8”  DUCTILE IRON GRATE AND STRAINER 

  

DF
DFS
27
39
63

2” CAST IRON EXTENSION (CI-HD)
PERFORATED SS BALLAST GUARD
SEDIMENT BUCKET
GALVANIZED PARTS
ACID RESISTANT COATING

 

1002-S8
1003-S8
1004-S8
1006-S8

Model No. Pipe Size Wt. (lbs)

2
3
4
6

PROJECT:
ENGINEER:
MECHANICAL:

C CLAMP COLLAR
10
11
11.5
12.5

COMPONENTS

    SB-2, -3, -4, -6NH

NH NO-HUB

 S8-1 or -4

2”, 3”, 4”, 6”

7 7/8 [200.03]

7 7/16 [188.91]

7 [177.80]

3/4    82.55  NO HUB

TRAP PRIMER TAPPING
AND PLUG

MEMBRANE CLAMP
(IF REQUIRED)

7/32

3     76.12    MAX
2     50.72    MIN

1000-S8-4-DFS
  Model Shown

WITH NO HUB BOTTOM OUTLET

1 NICKEL BRONZE VENEER

 

 

GRATE FREE AREA: 17 SQ. IN. 

F4-1     4” ROUND NICKEL BRONZE FUNNEL
F4-12     4” ROUND CAST IRON FUNNEL
EG-1     OVAL NICKEL BRONZE FUNNEL 
EG-12       OVAL CAST IRON FUNNEL
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