
-FC2      FLOW CONTROL FITTING (38 ltrs/min)
-FC4      FLOW CONTROL FITTING (76 ltrs/min)

-DP8    8” x 12.5” DIA. SS BALLAST GUARD
-53         UNDERDECK CLAMP

              
      
      -RF        RECESSED FLANGE
      
      
  

MODEL                     PIPE SIZE                     OPTIONS

3002-AL
3003-AL
3004-AL
3006-AL

WADE Drains Canada: Phone (800) 463-3480, Ext. 2227. Fax (418) 926-2430. www.wadedrains.ca

ALUMINUM ROOF DRAIN

3000-AL
ALUMINUM ROOF DRAIN WITH ANTI-PONDING MEMBRANE CLAMP, VANDAL RESISTANT 
ALUMINUM FLIP-TOP DOME , 4 HEAVY DUTY THREADED ANCHORING STUDS AND
NO HUB OUTLET

 
 
 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

5.6in 142mm   
 
 
 
 
 
 
 
 
 
 
 
 

17in(430mm) 
 12in (305mm) STEM (STANDARD) 

 
 
 
12in 305mm 

HEAVY CAST ALUMINUM
FLIP TOP DOME

CAST ALUMINUM
ANTI-PONDING MEMBRANE
              CLAMP

4 HEAVY DUTY 
STUDSTHREADED 

 
FLAT FLANGE

 

 
 
 
 

18in (457mm)  STEM (AVAILABLE)

“ “

 
 

 

 
 

 

 

2 (50mm)
3 (75mm)
4 (100mm)
6 (150mm)

2, 3, 4 and 6”

NO HUB MJ CONNECTION24in (610mm)  STEM (AVAILABLE) 

                         Conforms to ASTM B221


	142mm: 
	SCHEDULE: [        ]
	Text2: PROJECT:
ENGINEER:
MECHANICAL:
	Check Box10: Off
	Check Box15: Off
	Check Box18: Off
	Check Box90: Off
	Check Box163: Off
	Check Box1033: Off
	Check Box5: Off
	Check Box13: Yes
	Check Box1: Off
	Check Box2: Off
	Check Box3: Off
	Check Box3111: Off
	Check Box107: Off


